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Remove the Existing Lighthead and BOM

 CAUTION

Do not remove lighthead when the support 
arm is in the down position. The balance 
mechanism will be severely damaged and 
may result in bodily injury.

1. Make sure the support arm is in its full up position and 
be prepared to support the weight of the lighthead when 
it is removed.
2. Remove the screws securing the lighthead to the 
support arm (Figure 1). Carefully remove the lighthead from 
the support arm and reinstall the screws in the existing 
lighthead for return shipment.
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Figure 1. Lighthead Removal
3. Support the Balance Mechanism (BOM), and remove 
the six screws securing the BOM  to the Vertical Support 
Tube (VST).
4. Remove the radial arm rubber cover (Figure 2).
5. Disconnect the D-SUB 9 pin connector and cut the 
remaining VST wires.

AURORA BRUSH BLOCK / SLIP RING RETROFIT VST / BOM INSTRUCTIONS

Required Tool List

• 2mm and 4mm Allen Wrenches
• Phillips Screw Driver
• Wire Cutter/Crimper
• Wire Stripper
• Pull Wire

6. Remove the three slip ring set screws and retain for 
reinstallation.
7. Pull out the existing brush block and discard.
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Figure 2. Disconnect VST Wiring

Install the BOM

1. Ensure the ground wire is properly secured to the 
ground ring.
2. Slip the ground ring into the VST (Figure 3).
3. Align the set screw holes in the VST with the groove 
in the ground ring and secure using the existing set 
screws.
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Figure 3. Ground Ring Installation

These instructions apply to AUA, AUR & AUT models.
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4. Snake a pull string through the VST(Figure 4)
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Figure 4. Install the BOM
5. Tape the ground ring and BOM wires to the pull 
string.
6. Align the BOM with the VST and slowly raise the BOM 
as you carefully pull the wires up through the VST.
7. Apply Blue Loctite® to screw threads, and secure the 
BOM to the VST using the six screws provided. Follow 
the tightening sequence and torque the screws to 9 ft-lbs 
(12 Nm).
8. Connect the wires from the RAA to the corresponding 
VST wires (Figure 5). Connect the D-SUB 9 pin 
connector.
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Figure 5. Connect VST/RAA Wires
9. Ensure all wire connections are secure, then place 
them inside the radial arm assembly access hole and 
reinstall the rubber cover.

Install the Lighthead

1. To prevent the radial arm from moving when installing 
the lighthead, position the support arm of the BOM so it 
points inward toward the ceiling cover (Figure 6).
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Figure 6. Position the Support Arm
2. Remove the plastic yoke cover from the end of the yoke, 
being careful not to damage the paint (Figure 7).
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Figure 7. Yoke Connection
3. Pull the wires from the support arm through the yoke 
housing.
4. Install the lighthead to the support arm and secure 
with the screws provided.
5. Connect both sets of wires (Figure 7).
6. Put the yoke cover back on, covering the light and 
camera connections.
7. Check for proper operation and camera function 
throughout the range of movements.


